
Der ROTORFRÄSEN „ROTAS“ gehört zur Gruppe der schweren 
Fräser und ist für Bodenbebau bei aller Arten von landwirtscha�licher  
Produk�on bes�mmt. Dank seinem vierstufigen Reduktor und robuster und  
massiver Struktur kann dieser Fräser unter schwersten Einsatzbedingungen 
und bei allen Bodentypen eingesetzt werden.

Vorteile: • Robuste und massive Struktur; • Reduktor mit 4 Antriebsstufen 
(4 Läufer-geschwindigkeiten); • Auswahlop�on mehrerer Läufertypen,  
mit 4 oder 6 Hacken pro Rose�e; • Hochwer�ge Hacken.

① Vierstufenreduktor mit zwei Paar Zahnrädern. a) Zahnradano 
rdnung  im Reduktor und Läufergeschwindigkeit. ② Seitlicher Antrieb 
über Zahnrad im Ölgehäuse. ③ Schneller und leichter Läuferaustausch 
ermöglicht den Einsatz bei der Bodenbebauung. ④ Rotorop�onen mit 
verschiedenen Hackentypen. ⑤ Spezielle Form und Spiralanordnung der 
Hacken am Läufer sparen Energie und vermindern die Belastung des Traktors.  
⑥ Walzeneinbauop�on: a) Packerwalze; b) Käfigwalze. ⑦ Durch Einstellen 
der Posi�on der hinteren Abdeckung wird der Bodenzerkleinerungsgrad 
abges�mmt.

Verteiler / Distributor:

ROTORFRÄSEN
ROTARY TILLERS

ROTORFRÄSEN „ROTAS”
HEAVY-DUTY ROTARY TILLERS “ROTAS”

ROTAS heavy-duty rotary �llers fall into the category of heavy-duty 
rotary �llers and are designed for primary and secondary �llage in all types  
of agricultural produc�on. Due to the four-stage reduc�on gear and their 
robust and massive structure, this type of rotary �ller can be used even  
under the most difficult opera�ng condi�ons and on all types of soil. 

Advantages: • Robust and massive structure; • Four speed gearbox (four 
rotor rota�on speeds); • Several types of rotors are available, with the 
op�on of four or six blades per flange; • High quality of blades.

① Four speed gearbox with two pairs of gear wheels. a) Gear wheel 
posi�oning in the gearbox and the rotor rota�on speed. ② Gear drive  
transmission in oil bath. ③ Quick and easy rotor replacement allows both  
primary and secondary �llage. ④ Rotor op�ons with different types of  
blades. ⑤ Special shape of the rotor blades and their helical posi�oning  
save energy and reduce the load of the tractor. ⑥ Roller op�ons:  
a) Packer roller; b) Cage roller. ⑦ Rear hood posi�on se�ng adjusts the 
level of soil pulverisa�on.
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Stark in allen bereichen!



Der bodenfräsen mit seitlicher verschiebung gehört zur Gruppe 
der leichteren Fräser und ist für den Bodenabebau im Acker-, Gemüse-,  
Obst- und Weinbau bes�mmt. Dank der Op�on der seitlichen  
Rechtsverstellung ermöglicht dieser Fräser einen Bodenbau ganz in der 
Nähe der Pflanze, ohne Gefahr, dass der Traktor Zweige, Blä�er und andere 
Pflanzenteile beschädigen könnte. Diese Maschine wird in zwei Klassen 
hergestellt, und zwar: b35 (für leichtere Einsatzbedingungen) und b55  
(für mi�elschwere Einsatzbedingungen).
Vorteile: • Seitliche Verstellung; • Dank op�maler Struktur geringer  
Kra�stoffverbrauch und kleine erforderliche Traktorkra�; • Hochwer�ge 
Hacken; • Hohe Zuverlässigkeit.

① Verstellbare Einsatz�efe durch Seitenschieber.  ② Mechanismus 
für seitliche Verstellung. ③ Seitlicher Antrieb über Ke�e im Ölgehäuse.  
④ Spezielle Form und Spiralanordung der Hacken am Läufer  
ermöglichen effiziente Bodenzerkleinerung bei geringem  
Energieverbrauch. ⑤ Durch Einstellen der Posi�on der hinteren  
Abdeckung wird der Bodenzerkleinerungsgrad abges�mmt.

BODENFRÄSEN MIT SEITLICHER VERSCHIEBUNG 
SIDE-SHIFT ROTARY TILLERS

Side-shi� rotary �llers fall in the category of light-weight rotary �llers  
and are designed for primary and secondary �llage in crop farming, truck  
farming, fruit growing and vi�culture. Due to the capacity for right-hand  
side shi�ing, this type of rotary �ller enables working the soil in close  
proximity to a plant, without any danger of tractor damaging the branches, leafs 
or other parts of the plant. These machines are available in two classes:  
B35 (for easier opera�ng condi�ons) and B55 (for medium-duty use).

Advantages: • Side movement; • Low fuel consump�on and suitability for 
low powered tractors due to the op�mal design; • High quality of the blades; 
• High reliability.

① Working depth adjustment by means of side sliders. ② Side-shi�ing 
mechanism. ③ Chain drive transmission in oil bath. ④ Special shape of the 
rotor blades and their helical posi�oning ensure efficient soil pulverisa�on 
with maximum energy efficiency. ⑤ Rear hood posi�on se�ng adjusts the 
level of soil pulverisa�on.
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